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Comparison Chart of Fireball and Cylinders 
 
 

 
 
 

Product Specification 

Fireball  

 
 
 

Fire extinguisher Cylinders 

 
Weight 

2 kg (lightweight,  Portable and 

Easy to use) 

 
Usually very heavy and difficult to use 

 

Content 
Naturally available chemical 

powder with 90% MAP 

artificial 

MAP 

chemical powder with 40% 

 

Placement/Fitment 

Can be Placed anywhere i.e. 

Ceiling, Wall, Inside panel, and 

placed on table, etc. making it 

suitable for all applications 

 

Only Wall mounted 

 
Usage 

Can easily be used by any age 

group and physically disabled 

people also 

 
Training required to use cylinder 

 
 

Operation 

 
Only when Flame touches the 

fireball burst and automatically 

spread the powder. 

 
Only 5% people in the world can use 

these type of cylinders. Manual and 

difficult to use. 

 
Expiry 

 
3 years 

Periodic refill, repair and maintenance  

and No warranty 

 

Automatic Response time 

 

3-5 seconds 

 

No such system, Operated manually 

Range 150 sq. ft. Very Small area around 2-3 sq. ft. 

Safety Distance Longest Need to get close to the fire 

Overall Appraisal ****** ** 

 


